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| 72W" GIRDER PRE-TENSION
SPUN\ A = 915 SQ. IN. = 270,000 P.S.l.
5 U8 D F2 = 717.5 IN.2 fg = 0.75 X 270,000 = 202,500 P.S.I
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i \ AL y. = 37.3 IN.
| | ' | | | T
16 STRANDS 18 STRANDS 20 STRANDS 22 STRANDS 24 STRANDS 26 STRANDS Vg 7 3487 IN. P PER 0.6" & STRAND= 0.217 X 202,500 = 43.34 KIPS
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28 STRANDS 30 STRANDS 32 STRANDS 34 STRANDS o (COMPRESSION 1S NEGATIVE)
36 STRANDS N W
e
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STANDARD ARRANGEMENTS TO RAISE CENTER OF GRAVITY STQS@DS re
incnhes
TO AVOID DRAPING OF 0.6"¢ STRANDS
STANDARD PATTERNS FOR UNDRAPED STRANDS
16 30.37
18 29.98
20 29.27
22 28.51
24 27.69
26 27.49
28 27.44
30 26.74
32 26.75
34 26.05
36 26.09
STANDARD PATTERNS FOR DRAPED STRANDS
16 32.62
18 32.20
20 32.07
22 3L96
24 31.87
D 7 26 3179
o5 $ 28 31.73
A hd 30 3L67
32 3L37
36 STRANDS 38 STRANDS v L2z
36 31.09
38 30.98
40 30.87
42 30.77
a4 30.69
46 30.52
1o PN 48 30.37
ii oo 50 30.23
: hihd 52 30.10
44 STRANDS 46 STRANDS 48 STRANDS 50 STRANDS
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